
REHABILITATION TREATMENT FOR 
BOREHOLES WITH IRON BACTERIA  
OR MANGANESE FOULING

I-GON

to THE PROBLEM  of

Iron clogged pipelines 
and pumps, iron fouled 

components or iron choked 
filtration media

as THE SOLUTION...

An inexpensive organic borehole 
iron oxide remover developed by 

Proquip Direct

I-GON

BEFORE YOU KNOW IT,
THE IRON’S GONE



     FEATURES

I-GON3 IS SAFE FOR THE ENVIRONMENT 
AND DRINKING WATER
I-GON3 is a naturally occurring organic product and is fully neutralised 

once it has reacted with the Iron or Manganese if correctly dosed.

As I-GON3 is administered to the borehole while the system is offline 

and is flushed away on completion of the process - in accordance with 

the Instructions for Use - it is safe for use in drinking water wells and 

DWI Regulation 31 does not apply.

WHY USE I-GON3?
Removing pumping equipment from boreholes can be a horrendous 

task when everything comes out of the ground covered in a pungent, 

orange iron oxide slime or black manganese deposit. Naturally 

occurring bacteria (IRB) convert dissolved minerals into these 

solids which are not only unpleasant for the operatives but, more 

importantly, signify a system that is gradually becoming blocked and 

inefficient – and costing money!

Though this is an entirely natural process and cannot be prevented 

or stopped, its effects can be controlled by the use of I-GON3 - a 

powerful organic acid product which will penetrate and remove iron 

oxide or manganese contamination from every part of the borehole 

and pump in-situ. 

HOW IS I-GON3 USED?
Having set the pump to circulate water continuously through the 

borehole*, the measured I-GON3 is fed directly into the bore – 

either in its dry form or as a slurry. Once the mixture has been 

circulating for 30 minutes to an hour, the pump is turned off and the 

borehole allowed to stand for up to 48 hour before pumping clear.  
 

*For small pump systems and component cleaning use fast acting 

I-GON2.

•	 Supplied in easy to handle plastic pails

•	 Improves borehole performance	

•	 Biodegradable organic chemical	

•	 Safe to use

•	 Highly efficient

•	 Environmentally friendly

Manufactured in England by a British company.

Proquip’s established I-GON is a powerful organic product with excellent 

cleaning characteristics for the removal of borehole Iron and Manganese 

deposits. Now, through painstaking research and development, an 

enhanced variant has been formulated to give a truly unique product: 

I-GON3. Made in the UK, I-GON3 will clean and improve the performance 

of both your iron-clogged borehole and pump.

I-GON3 is used extensively in the rehabilitation and maintenance of 

boreholes with consistently excellent results.

WHAT IS I-GON?
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Rem oving pum ping equipm ent  from boreholes can be a horrendous task
when everything com es out of  the ground covered in a pungent orange
iron oxide slim e or black m anganese deposit.  Naturally occuring bacteria
(IRB) convert dissolved m inerals into these solids which are not only
unpleasant for  the operatives but,  m ore im portantly,  signify a system
that is gradually becom ing blocked and ineffi cient -  and costing m oney.

Though this is an entirely natural  process and cannot be prevented or
stopped its effects can be controlled by the use of I-GON -  a powerful
organic acid product which will  penetrate and rem ove iron oxide or
m anganese contam ination from every part of  the borehole and pum p
in-situ.  Unlike chlorine or other chem icals

I-GON has no adverse effect on norm al  pum p,  piping or  fi ttings
m aterials, nor any residual effect on the environm ent. (sim ilarly, iron-
choked fi ltration system s)
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I-GON Dosage At am bient tem perature I-GON is m ost
effective when used at about 5% solution so the following
dosing guide will  give an indication of  the quantity required for
a range of  boreholes :  -

3 ” 4 ” 5 ” 6 ”
7 5 m m 1 0 0 m m 1 2 5 m m 1 5 0 m m

30’  / 10m 2kg 4kg 6kg 9kg

60’  / 20m 4kg 8kg 12kg 18kg

100’  / 30m 7kg 12kg 18kg 27kg

130’  / 40m 9kg 16kg 25kg 35kg

160’  / 50m 11kg 20kg 31kg 44kg

200’  / 60m 13kg 24kg 37kg 53kg

260’  / 80m 18kg 31kg 49kg 71kg

330’  / 100m 22kg 39kg 61kg 88kg

400’  / 120m 27kg 47kg 74kg 106kgB E F O R E Y O U K N O W IT,
T H E IR O N ’S GONE
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I-GON3 Dosage: At ambient temperature I-GON3 is most effective 
when used at about 5% solution so the following dosing guide will give 
an indication of the quantity required for a range of boreholes:
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“The results were dramatic – even surprising Proquip – and the 

pump is now running back at full capacity.”

“I now know that Iron-reducing bacteria are endemic in the 

environment and appreciate that the problem will recur at some 

time in the future ............... but I also now know how to resolve it 

when I see the symptoms – at a cost of under £300 rather than 

£9000”

“The cleaning of the borehole with I-GON achieved the desired 

results of removing the Iron Fouling from the pump and cleaning 

the screen….. we would be happy to recommend this treatment for 

anyone else with a well in a similar state”

“Within 10-15 minutes a significant improvement in the flow from 

the borehole was noted.” 

“The I-GON not only cleaned the pump intakes and impellers but 

will also have removed iron from the casing screens and pump riser 

pipe so a more complete cleaning will have been achieved.”

“After two hours the pump was circulating water at least double 

the flow from when we started. After twenty four hours the flow 

had increased more back to when the pump was brand new. Great 

Job very impressed”

Proquip Direct Limited, Unit 34 Silverwing Ind Est. Imperial Way, Croydon, Surrey, CR0 4RR 

Tel: 020 8712 5982     Fax: 020 8712 5983     sales@proquipdirect.com     www.proquipdirect.com
       CONTACT 

 US TODAY

With large stocks available, I-GON3 can be despatchED directly
to site within 24 hours of your order!

     WHAT OUR CUSTOMERS SAY

Iron and Manganese 
Contamination

Dissolved Iron Fouling  
in the Mixing Tank

Confined Space Borehole Rehabilitation
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